
Sr.No Description Qty Unit Rate Amount

CIVIL WORKS 

1

Providing & fixing in position corrugated G.I. METRO SHEET roofing 

(Manglore tile design)  including vertical/curved surface fixed with 8 mm 

diameter polymer coated J or L hooks, bolts and nuts with bitumen and G.I. 

limpet washers or with G.I. limpet washers filled with white lead, including 

necessary overlapping of sheets complete (up to any pitch in horizontal/ 

vertical or curved surfaces), including making straight cutting in C.G.S. sheet to 

provide openings for Chimney Stacks, Skylight etc. including cost of 50X50X4 

mm heavy MS Pipe, spacing appx. 3'X3' (complete with primer and paint) 

frame work as per the instructions of engineer incharge, etc. complete.                                                                                                          

Make: CGI Sheets: Tata, JSW or equivalant approved by the Bank.                

(i) Appx. 1.00 mm thick Powder coated

2000 Sqft

2
Removing of old manglore tile with frame and disposal of malba to the nearest 

dumping ground…complete job
2000 Sqft

3

Acrylic Emulsion Paint on old surface.                                                 

Preparing earlier treated surface by scraping, rubbing with sand paper, 

applying one coats of Birla white putty wherever required, to level the surface, 

and its rubbing with sand paper, to ensure smooth surface, suitable to receive 

paint and then applying 2 or more coats of approved colour and shade of 

Acrylic Emulsion Paint with low VOC content over a coat of approved primer 

complete as per manufacturers' specifications to internal walls/ceiling including 

necessary scaffolding etc. complete.                     Make:- Asian / Berger/ICI or 

approved equivalent make

1500 Sqft

4

Providing and fixing in position ridges or hips of width 60 cm overall width , 

made out of plain G.S. sheet fixed with 8 mm dia. polymer coated J or L hooks, 

bolts and nuts, G.I. limpet and bitumen washers complete as directed at site.                                                                                                         

(i) Appx. 1.00 mm thick Powder coated

120 Rft

5

Providing and fixing in position appx. 30 cm width round shape (PARNAL) and  

length as per width of sheet to be fixed at the lower end of sheet,  overall semi-

circular, design as per manglore tile, with all fixing, bolts, nuts and washers etc. 

complete job                                                                             (i) Appx. 1.00 

mm thick Powder coated

160 Rft

PROPOSED CIVIL REPAIR WORKS (MS SHED WORK) AT SBI GUEST HOUSE AT LONAWALA

GRAND TOTAL 

THE QUANTITIES CONSIDERED IN THE ESTIMATE ARE AN APPROXIMATE BASIS WHICH MAY VARY BOTH WAYS. THE 

CONTRACTOR SHALL HAVE NO CLAIM REGARDING THIS. BILL WILL BE PAID AS PER ACTUAL MEASUREMENT AFTER 

COMPLETION OF WORK SATISFACTORY.

THE CONTRACTOR MAY VISIT THE SITE BEFORE QUOTING RATES. NOTHING EXTRA SHALL BE PAID AGAINST ANY 

WORK/ITEM. THE CONTRACTOR IF REQUIRED MAY PLEASE BE DISCUSS WITH THE ENGINEER INCHARGE OF THE 

PROJECT BEFORE SUBMITTING THEIR TENDER.

SIGNATURE AND SEAL OF 

CONTRACTOR 

plus GST


