
SN. DESCRIPTION OF ITEM QTY. UNIT RATE AMOUNT
1 TERRACE WATER PROOFING :-

(a)

Water proofing on Terrace with providing and laying APP
(Atactic Polypropylene Polymer) Clean existing surface with wire brush,
blower and water. Open out the small cracks & filling with cement + Grout
+ Polymer or with PU sealant as required Patch work repair by cement
mortar as and when required. Providing and laying APP (Atactic
Polypropylene Polymer) modified prefabricated five layer 3 mm thick
water proofing membrane, black finished reinforced with non-woven
polyester matt consisting of a coat of bitumen primer for bitumen
membrane @ 0.40 litre/sqm by the same membrane manufacture of
density at 25°C, 0.87-0.89 kg/ litre and viscocity 70-160 cps. Over the
primer coat the layer of membrane shall be laid using Butane Torch and
sealing all joints etc, and preparing the surface complete. The vital
physical and chemical parameters of the membrane shall be as under :Joint
strength in longitudinal and transverse direction at 23°C as 650/
450N/5cm. Tear strength in longitudinal and transverse direction
as 300/250N. Softening point of membrane not less than 150°C. Cold
flexibility shall be upto -2°C when tested in accordance with ASTM, D -
5147. : 3 mm thick water proofing membrane.   

11000 Sq.ft

(b)

Extra for covering top of membrane with Geotextile, non woven,
100% polyester of thickness 1 to 1.25 mm bonded to the membrane
with intermittent touch by heating the membrane by Butane Torch
  as   per manufactures recommendation.                      

11000 Sq.ft

(c)

Laying protective screed of average 25 upto 50mm thickness with cement
concrete of 1:1.5:3 (1 Cement: 1.5 coarse sand : 3 graded stone aggregate
20 mm nominal size ) with desired slope containing waterproofing
Polymer SBR polymer with a broom finish, well compacted, curing for
7 days etc. complete. The screed shall be laid in panels with 10mm wide
construction  joint   as  per  specifications. 

11000 Sq.ft

2 RAIN WATER PIPE :-
Providing and laying in position 4" heavy duty PVC pipes ( ISI marked
Supreme, Finolex, Diplast 6kg/cm2), including excavating earth,
dismantling cement concrete floor, laying pipe, including bend, collar etc.,
encasing pipe in concrete 1:2:4 (1 cement: 2 coarse sand: 4 coarse aggregate 
20mm & down), connecting with existing pipe, including providing collar
& jointing with adhesive, re-filling earth, repairing concrete flooring &
disposal of malba from site, complete.

230 Rn.ft

3 BRICK WORK :-
Providing & laying 4.5" Thick brick wall with brick class designated 75 in cement 
mortar 1:4 (1 cement: 4 coarse sand), including all types of leads/ lift, scaffolding, 
pads, racking joints, curing, chipping/ cutting concrete floor before starting work, 
complete in all respect. In case of half brick wall, MS reinforcement as per CPWD 
specifications to be provided, i.e. 2 nos. 6mm dia TOR steel bars will be provided 
at every third course, for which no extra payment will be made.

120 Cu.ft

4 PLASTER & FINISHINGS :-
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Repairs to plaster 1:4 (1 cement : 4 fine sand) of thickness 12 mm to 18 mm in
patches of area 2.5 sq.meters including removing the old plaster wherevere
required and cutting the patch in proper shape, raking out joints and preparing and
plastering the surface of the walls complete, including disposal of rubbish to the
dumping ground, all complete as per direction of Engineer-in-Charge. With cement 
mortar 1:4 (1 cement : 4 fine sand)

350 Sq.ft

TOTAL CIVIL WORK
GST extra as applicable

Seal & Signature Of Vendor 


