
S.No. Descrption Qty Units Rate Amount

CIVIL & INTERIOR WORK
1 DISMANTLING WORK: Dismantling brick parpet at terrace & roof levels

including removal of debris away from site.  
1 job -                                    

2 RCC WORK: Providing RCC (1:1.5:3) in Plinth beam (9"x12") on terrace
level & roof level including bending & binding of steel for reinforcement
(550D grade tor steel), including cleaning the exisitng slab surface &
providing a coat of bondin agent (Ultratech Seal & Dry SBR) as per
manufacturer's specifications to form a bond between old & new
concrete, complet in all respects including steel, shuttering/formwork etc
& curing as required.

36 mtr -                                    

3(a) MS STRUCTURE: Supply,Fabrication, Installation and Commission of
Steel Structure made of RHS/SHS (Make: Apollo or Equivalent). The
structure shall be factory made and nut bolt arrangement on Site. The
structure shall be provided with 1 Coat of Zinc Phosphate Primer and 2
Coat of Enamel Paint

1650 Kg -                                    

(b) ANCHOR BOLTS: Supply of M-16 x 200mm long anchor bolt, drilling of
holes, cleaning of hole, supply and filling of chemical grout RE500 V3,
placement of anchor bolt, labour charges, transportation expenses, etc.
Make: HILTI/FISCHER

104 no. -                                    

4 Design and Engineering- The scope comprises of Detailed Engineering i.e
STAAD, Design Report, Load Calculation & Vetting from Architect for Steel
Frame Structure

1 Job -                                    

5 WALL PANELS: Supply of Hidden Fix (ISOCLAD) Panel Thickness-50 MM,
Puff Type PUR, Outer side Sheet- PPGL 0.5 MM TCT 300 MPa RAL - Grey,
SMP 150 GSM , Inner side Sheet- PPGI 0.5 MM TCT 240 MPa RAL 9002 RMP
120 GSM WITH GUARD FILM, Density-40+/-2 Kg / Cubic M, Out Rib Type-
Micro Rib , Inn Rib Type-Micro, Left Gasket-WITH BRAND MARK, Right
Gasket-WITH GUARD FILM. The PU Foam shall be self-extinguishing ,fire
retardant type. Grey/Off white . The work shall include all accessories &
hardware like flashings, gaskets, Butyl Sealant, Butyl Tape as required to
complete the job, including providing cutouts as required for installation of
windows in the wall panels shall be made as per drawings. No extra
payment shall be made for anything extra. (Make: Kingspan Jindal)

85 SQM -                                    

6 ROOF PANELS: Supply & Installation of Roof Panel Thickness-50 MM, Puff
Type PUR, Both side Sheet- PPGI 0.5 MM TCT 240 MPa, RAL - 9002, RMP
120 GSM , WITH GUARD FILM, Density-40+/-2 Kg / Cubic M, Out Rib Type-
Micro Rib , Inn Rib Type-Micro, Left Gasket-WITH BRAND MARK, Right
Gasket-WITH GUARD FILM. The PU Foam shall be self-extinguishing ,fire
retardant type. The work shall include all accessories & hardware like
flashings, gaskets, Butyl Sealant, Butyl Tape, Foam closure for low eave
etc. as required to complete the job. No extra payment shall be made for
anything extra. Grey/Off white  (Make: Kingspan Jindal)

108 SQM -                                    

7 Supply and Fixing of Gutters on Roof Side without Downtake Pipe 6 RMT -                                    

E-TENDER FOR PROPOSED CONSTRUCTION (FABRICATION & INTERIOR) OF  ROOFTOP CONFERENCE HALL  AT STATE 
BANK OF INDIA, RBO-V, Rani ka Bagh, Second Floor,  Amritsar (PB)

PRICE BID



S.No. Descrption Qty Units Rate Amount

8 Supply and Fixing of Door Comprising of UPVC Doors along with
Toughened Glass 5mm  Make: Sympta
Door size in MM 2100 X 1000 

1 No. -                                    

9 Supply and Fixing of Window Comprising of 2.5 Track UPVC Sliding
Windows with Float Glass 4MM Make .
Window size 1000mm X 1000mm

3 No. -                                    

10 Providing & fixing Armstrong false ceiling RH-99 with 600x600x16 mm Fine
Fissured Beveled Tegular Edge false ceiling laid in Armstrong silhouette
grid system. The frame work comprises of main runner spaced at 1200
mm centres securely fixed to structural soffit by approved hangers at 1200
mm maximum centres. Hangers (G.I. wires 4.0 mm dia) to be fixed by
approved roof plug, level adjuster, screws etc. The last runner should not
be more than 450 mm from the adjacent wall. Flush fitting 1200mm long
cross tee( with double stitching) to be inter locked between main runners
at 600mm centres to form 1200x600mm module. Cut cross tees longer
than 600mm to be supported independently. 600x600mm module to be
formed by fitting 600 mm long flush fitting cross tee centrally between
1200mm cross tees. Perimeter trim to be Armstrong wall angle secured to
wall @ 450 mm maximum centres. The rates include making opening for
electric fixtures, A.C units etc. Rates include dismantling existing false
ceiling and removal of malba from site, complete in all respect.

62 SQM -                                    

11 Providing and fixing suspended false ceiling including steps as per design
with 12.5mm tapered edge Gypsum Board to the grid comprising of cold
rolled galvanized metal section to the required line and level.The grid
consists of a perimeter channel (MF6a of dimensions 20mm x 27mm x
37mm x 3.5M) fixed round the perimeter to receive and of the ceiling
section (MFS) and the outer edges to gypboard. The intermediate channel
(MF7) of dimensions 15mm x 45mm x 0.9mm x 3.6M) at 1200mm c/c in the
one direction and the ceiling section (MFS of dimensions 80mm x 26mm x
0.5mm x 3.6M) at 450mm c/c in the other direction are connected by a
connecting clip (MF9). 

26 SQM -                                    

The grid is suspended with an adjustable strap hanger (MF9). The grid is
suspended with an adjustable strap hanger (MF8) of dimensions 2Smm x
0.5mm) at 1200mm c/c on both ways from the structural soffit using a
soffit cleat and expandable bolts/fasteners Nut and bolts are used to
connect strap hangers to soffit cleats and for joining ends of channel
sections together. The gypsum board layers are screwed to the M/F ceiling
sections with gypboard drywall screws. Jointing and screw spotting are
then carried out as per manufacturer's standard recommendations.
Perimeter Channels (MF7) to be used around the cut outs for light fittings.
AIC ducting etc.The work includes painting with 2 coats of plastic
emulsion to give an even & finished surface. The payment area will be the
visible area only The work should be complete as per instructions of
Architect or Engineer in charge.

12 DRY WALL (one side) Gypsum only.



S.No. Descrption Qty Units Rate Amount
Providing and fixing in position 75mm thick gypsum board partitionas per
details , with frame made of 50mm x 32mm GI channel spaced suitably in
both direction (max 600mm Centre). The frame work shall be covered with
single layers of 12.5mm thick gypboard sheet(one side only) incld taping
and jointing, applying a top coat of gyp plaster. The partitions shall be
finished 2-3 coats of acrylic emulsion over primer (included), complete in
all respects.

98 SQM -                                    

13 DECORATIVE PANELLING (LOUVERS PANELLING)
Providing & fixing interlocking Charcoal wall panel of
2700mmx160mmx240mm fixed to the wall & partition with suitable glue.
Complete design 138 of EURO PARATIK or equivalent. The item to include
wastage of material and measurement will be done only of the visible area.

45 SQM -                                    

14 TEXTURE WORK
Providing & applying a coat of RUSTIC textured finish in white color(ASIAN)
on walls and columns. The rate shall include scrapping, leveling &
preparing the surface with JK / ASIAN / BIRLA WHITE putty. Applying 1 coat
of texture over a coat of primer & applying 2 or more coats of plastic
emulsion paint of approved shade to give even & uniform surface,
including cleaning of floor, surface etc. complete.

90 SQM -                                    

15 ROLLER BLINDS OF VISTA / MAC MAKE
Providing and fixing Rolling Roman blinds made of fabric of approved
design and shade, as approved by the Architect, including rolling channels
and other fitting complete in all respect, as per manufacturer's
specifications. Make : FARRARI/ VISTA/ MARVEL.

15 SQM -                                    

16 Supplying and laying of approved make and brand scratch proof, flexible
and homogeneous PVC vinyl flooring conforming to IS-3462-1982 in
required finish, fixed with synthetic acrylic adhesive after preparing the
floor, leveling and smoothening when necessary with suitable putty as per
design and instruction of the Engineer-in- Charge 2mm thick (plan)

92 SQM -                                    

TOTAL AMOUNT -                                    


