
S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

BOQ FOR INTERIOR AND ALLIED WORKS AT STATE BANK OF INDIA, HLC DWARKA EXPRESSWAY

[ABSTRACT SHEET - INTERIOR WORKS G ALLIED WORKS]

Interior Works

General Notes 

(#) All base structure for furniture C shutters will be made of MR grade commercial block board as per thickness mentioned in the description.

(#) All wall panelling C partitions shall be made of moisture resistant MDF (interior grade) cladding with GI Box (C) corrugated (thk 0.55 mm minimum) section support (as mentioned in description). MDF 

thickness and finishing detail will be as per description of the item.

(#) All skirting will be made of BWP grade ply wood (thickness as mentioned). Finishing as per details mentioned in the description.

(#) All drawers and internal supports of furniture will be made of MR grade commercial ply-wood. Finishing as per details mentioned in the description.

(#) All finishing laminates for furniture and partition C wall panelling will be of 1 mm thick (premium textured) and to be fixed with Fevicol glue (SH) only. All laminates for internal parts will be of 0.75 

thickness (frosty white).

(#) All PVC edge tapes to be fixed with Fevicol pro-bond only.

(#) All laminates for skirting or lower part of partitions / wall panelling will be fixed with Fevicol – Marine only. (#) All metal chanel for false ceiling and partition are to be of Gyproc brand

(#) All low height partitions to be provided with pine wood / 2nd class teak wood beading, projected 8 mm on both sides, corner chamfered (as per drawing) and finished

with spirit polish (shade as per mentioned in drawing), cost of beading included with in the item of partition.

(#) All glass for all areas to be fixed with pine wood / 2nd class teak wood beading, projected 3 mm along external sides, corner chamfered (as per drawing) and finished with spirit polish (shade as per 

mentioned in drawing), cost of beading included with in the item of glass work.

(#) All skirting top to be provided with pine wood / 2nd class teak wood beading, projected 3 mm along external sides, corner chamfered (as per drawing) and finished with spirit polish (shade as per 

mentioned in drawing), cost of beading included with in the item of skirting.

(#) All wooden joint are to be made either through Half-lap joint; Mortise G tennon joint, Mitre joint, Tongue G groove joint, Mortice G tennon joint. Simple Butt joints will not be acceptable. 

All joint are to be provided with Fevocol C Secrews.

(#) All required scaffolding for all works considering height of the building are included with in the item of rates, nothing will be paid extra.
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

1 Wall paneling 

including Skirting 

+

Beading

(NO PROJECTION) 

(indicative item - key word) :

Wall paneling including Skirting + Beading / (NO PROJECTION)

Technical description

♦
Providing and fixing of wall paneling of any shape (Flat only, with no-projection, but may extended up to 100 

mm from existing brick wall surface lvl. over existing 

wall surface {plastered surface, what ever condition existing at site, if require the existing surfaces are to be repaired (minor 

works) without any extra cost} or oon partition wall; with GI framework of 600 X 600 mm grid (horizontally and vertically) 

comprising of 48 mm X 34 mm X 36 mm heavy duty GI (C-stud)-Sections (thk 0.5 mm minimum) C noggin channel 48mm 

X40mm X0.5mm thk; (all channels are to be of GYPROC make); and fixing details as per mentioned in drawing, design and 

cladding / covered with 12 mm thick moisture resistant MDF (interior grade); with all necessary hardware items, all complete as 

per design and instruction of architect.

♦
All visible surfaces of wall paneling have to be finished with laminate sheet (1.0 mm thk) shade as mentioned 

in drawing, with grooves as mentioned in drawing and 

the grooves to be finished with woodtech filler (asian paints/ nerolac paints) of specified shade as mentioned in drawing.

♦
Wall paneling will be provided with 100 / 75 mm wide (as per drawing where ever required) skirting made of

15 mm thk ply-wood (BWP), finished with 1thk laminate as mentioned in drawing and top edge to be finished with 15 thk wood 

beading, chamfered edge, finished with spirit polish (gloss finish) shade matching with laminate colour or as mentioned in 

drawing, all complete.

♦
The depth parts (of the wall paneling - distance between wall and the wall paneling) are to be closed /

blocked with 12mm thk. MDF (moisture resistant) and to be finished with laminate sheet (1mm) as specified in drawing.

♦
Shade C quality of finishing material, hardware items, placement, construction detail will be followed as per

drawing, list of approved makes C on site approval.

(#) Laminate sheet will be of textured type - of premium garde - MIKA Greenlam. 

Measuremnet technique : Only visible front surface (front elevation) will be measured for payment.

sqm 234.00

PARTITIONS AND PANELLING:-
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

2 Low height 

partition - FLAT  

surface - no  

ornamentation

(indicative item - key word) :

Low height partition - FLAT surface - no ornamentation

Technical description: 

♦
Low Height Partition: Providing and fixing in position solid Low Height partition upto height of 1200 mm 

supported with GI framework; comprising of 48 mm X 34 

mm X 36 mm heavy duty GI (C-stud)-Sections (thk 0.5 mm minimum) C noggin channel 48mm X40mm X0.5mm thk; (all 

channels are to be of GYPROC make); with 12 mm thick moisture resistant MDF (interior grade) on both sides finished with 1 

mm thick laminate of approved shade as per drawing including grooves as/ Architect.

♦
Grooves to be finished with woodtech filler (asian paints/ nerolac paints) of specified shade as mentioned in

drawing.

♦
Item to include 65 X 65 mm teakwood member for door frame. All exposed teakwood surfaces and similar 

surfaces to be finished with spitirt polish (gloss finish) 

shade matching with laminate colour or as mentioned in drawing including all necessary fittings and SS hardware of make 

Hettich/ Haffele/ Dorma / EBCO.

♦
The rate to include provision of extra frame work as necessary for skirting and making cut-outs for electrical

switches, switch boxes, conduiting as per drawings.

sqm 50.00

(#) Skirting made of 15 thk BWP grade ply board finished with laminate (1 thk, shade as mentioned in drawing), 100 /75 mm 

wide, and upper part finished with teak wood beading (finishinf as mentioned before) to be provided as part of this item where 

ever mentioned in the drawing; without any extra cost.

(#) Beading made of pine wood / 2nd class teak, projected 8 mm on both sides, corner chamfered (as per drawing) and 

finished with spirit polish (shade as per mentioned in drawing), to be provided on top part and edges of the low height partition 

without any extra cost, all complete.

Measuremnet technique : Measurement of height shall be taken from finished floor only, in case of varying heights on either 

side of partition, average height shall be considered. Openings/ door/ glass shall not be measured for payment. Only one side 

will be considered for payment.

Note:-

a) Contractor to use proper masking tapes while polishing grooves etc. to prevent any damage to laminate.

b) Laminate sheet will be of textured type - of premium garde - MIKA Greenlam.
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

3 Full height 

partition - FLAT  

surface - no  

ornamentation

(indicative item - key word) :

Full height partition - FLAT surface - no ornamentation 

Technical description: 

♦
Full Height Partition: Providing and fixing in position Full Height partition with GI framework of 600 X 600 mm 

grid (horizontally and vertically) comprising of 48 

mm X 34 mm X 3C mm heavy duty GI (C-stud)-Sections (thk 0.5 mm minimum) & noggin channel 48mm X40mm X0.5mm 

thk; (all channels are to be of GYPROC make)  with 12 mm thick moisture resistant MDF (interior grade) on both sides 

finished with 1 mm thick laminate, shade as mentioned in drawing, of make (as mentoioned in list of approved make); including 

grooves as per drawing.

♦
Grooves to be finished with woodtech filler (asian paints/ nerolac paints) of specified shade as mentioned in 

drawing.

♦
All exposed teakwood surfaces are to be finished with spirit polish (gloss finish) shade matching with 

laminate colour or as mentioned in drawing; including all 

necessary fittings and SS hardware (as per list of approved make)

♦
The rate to include provision of extra frame work as necessary for skirting and making cut-outs for electrical

switches, switch boxes, conduiting, door/ glazing as per drawings.

(#) Skirting made of 15 thk BWP grade ply board finished with laminate (1 thk, shade as mentioned in drawing),

sqm 97.00

Note:-

Measuremnet technique : Measurement of height shall be taken from finished floor only, in case of varying heights on either 

side of partition, average height shall be considered. Openings/ door/ glass shall not be measured for payment. Only one side 

will be considered for payment.

Note:-

a) Contractor to use proper masking tapes while polishing grooves etc. to prevent any damage to laminate.

b) Laminate sheet will be of textured type - of premium garde - MIKA Greenlam.

c) In case of false ceiling, the vertical GI members to be fixed to RCC ceiling or to be joined with False ceiling faming with 

secrews but the area of partition payable will be below the false ceiling only.

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

(indicative item - key word) :

Wall paneling with MDF base finished with WPC louvers

Technical description 

♦
Providing and fixing of wall paneling of any shape (may extended up to 150 mm from existing brick wall 

surface lvl.) over existing wall surface (plastered surface, 

what ever condition existing at site, if require the existing surfaces are to be repaired with out any extra cost) or partition wall; 

with GI framework of 600 X 600 mm grid (horizontally and vertically) comprising of 48 mm X 34 mm X 36 mm heavy duty GI (C-

stud)-Sections (thk 0.5 mm minimum) C noggin channel 48mm X40mm X0.5mm thk; (all channels are to be of GYPROC make); 

and fixing details as per mentioned in drawing, design and cladding / covered with 12 mm thick moisture resistant 

MDF (interior grade); with all necessary hardware items, all complete as per design and instruction of architect.

♦
All visible surfaces of wall paneling have to be finished with 18-30 thk (profile) WPC fluted / louvered wall 

panel (interlocking type) LEBEN -VF 27 (27 mm thk); 

2350 L X 135 W ; fluted profile or supirior brand, shade as

mentioned in drawing.

4 Wall paneling with 

MDF base finished 

with WPC louvers

sqm 126.00
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♦
The WPC panel to be fixed with the MDF base through Nailfree Silicon (pidilite), as per manufacturer's 

specification.

♦
The depth parts (of the wall paneling - distance between wall and the wall paneling) are to be closed / 

blocked with 12mm thk. MDF (moisture resistant) and to 

be finished with laminate sheet (1mm) as specified in drawing.

♦
Shade C quality of finishing material, hardware items, placement, construction detail will be followed as per

drawing, list of approved makes C on site approval.

Measuremnet technique :   Only elevation area of the WPC panel (flute) claded part will be mesured for payment.

Note:-

a) Sample testing C approval at site for colour shade C profile is must at site before mass excution of work at site, at no extra 

cost.

b) The edges and corners to be fillied C finished with end caps C corners of the same material and brand as

part of this item of work without any extra cost.

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

5 Laquered glass (indicative item - key word) :

Laquer glass

Technical description:

♦
Providing and fixing of lacquered glass of 6 mm thickness (PLANILAǪUE®-saint Govin), of any colour (as 

mentioned in drawing / as per approval of architect/ 

Bank's engineer) to be placed on ply wood/ MDF surface at any location C any shape, to be fixed with superior quality natrual 

colour glass silicon and wooden beading support as per design and drawing, all complete in all respect.

♦
All the edges of the glass panels are to be rounded (grinded) form all the sides.

♦
Shape, design C quality of material, placement will be followed as per drawing, list of approved makes C on 

site approval.

(#) Wooden beading to are to be finished with spirit polish (gloss finish) shade matching with laminate colour or as mentioned 

in drawing; including all necessary fittings and SS hardware (as per list of approved make). SS parth fitting to be used only for 

glass to glass fixing.

♦
Rates are inclusive of all related items C works.

Measuremnet technique :   Measurement will be done on finished surface area (elevation) basis.

sqm 150.00

4 Wall paneling with 

MDF base finished 

with WPC louvers

sqm 126.00
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6 Stuffed panel (indicative item - key word) :

Stuffed panel

♦
Providing and fixing of cloth mounted C foam stuffed panels (made of 8 thk MDF board, covered with thick - 

cloth, Response fabric-LUNA series.   The panels are 

to be stuffed with 25 mm thk. synthetic foam (cut in shape and edges beveled), placed in between cloth and MDF.

(#)The front and sides are to be free from wrinkles; and the cloth C foam to be fixed with glue (SR) and wood stapler pins. The 

cloth mounted foam stuffed wall panels can be of any shape and to be fixed on wall panelling or partition surface; with all 

necessary harware items, all complete as per design and instruction of architect.

♦
The entire surface to be wrinkle / bubble free and the cloth to be fixed in tight and neat manner.

♦
Shade C quality of finishing cloth, will be followed as per drawing, list of approved makes C on site approval.

♦
Rates are inclusive of all related items C works.

Measuremnet technique : Only the front surface (front elevation) will be measured for mesurement.

sqm 150.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

7 Low height 

partition - Upto 

300 mm height - 

flat, without 

projection- for 

SKIRTING G 

PEBBLE BASE

(indicative item - key word) :

Low height partition with cove - Upto 300 mm height - flat, without ornamental projection but including cove (if 

required) - pebble Bed

Technical description: 

♦
Low Height Partition: Providing and fixing in position solid Low Height partition upto height of 300 mm 

supported with GI framework; comprising of 48 mm X 34 

mm X 36 mm heavy duty GI (C-stud)-Sections (thk 0.5 mm minimum) C noggin channel 48mm X40mm X0.5mm thk; (all 

channels are to be of GYPROC make); cladded with 12 mm thick moisture resistant MDF (interior grade) on both sides finished 

with 1 mm thick laminate of approved shade as per drawing including grooves as/ Architect.

(#) Cove to be made if required (as mentioned in drawing).

♦
Grooves (in laminate) to be finished with woodtech filler (asian paints/ nerolac paints) of specified shade as 

mentioned in drawing.

♦
The rate to include provision of extra frame work as necessary for skirting and making cut-outs for electrical 

switches, switch boxes, conduiting as per drawings.

(#) Skirting made of 15 thk BWP grade ply board finished with laminate (1 thk, shade as mentioned in drawing), 100/ 75 mm 

wide, and upper part finished with teak wood beading (finishingas mentioned before) to be provided as part of this item where 

ever mentioned in the drawing; without any extra cost.

(#) Beading made of pine wood / 2nd class teak, projected 8 mm on both sides, corner chamfered (as per drawing) and 

finished with spirit polish (shade as per mentioned in drawing), to be provided on top part and edges of the low height partition 

without any extra cost, all complete.

rmt 55.00

Measurement technique :

Measurement will be done in Running meter length basis of the total visibly finished work.

Note:- a) Contractor to use proper masking tapes while polishing grooves etc. to prevent any damage to laminate.
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

8 Projection G 

ornamentation on 

Wall Paneling G 

Partition (low & 

full height)

(indicative item - key word) :

Projection G ornamentation on Wall Paneling G Partition (low G full height), finished with laminate

Technical description:

♦Providing and fixing of wall paneling projection / projection over partition of any shape  (up to a  

projection of 100 mm from wall panel / flat partition surface base)]  fixed over flat wall paneling base surface. The 

projections are to be made of 12 mm thk MDF (moisture resistant) without any additional GI or   Aluminum framing  and to 

be finished (all visible surfaces) with 1 thk laminate, shade as mentioned in drawing and as per approval at site.

♦
All visible surfaces of ornamental projections (part of wall paneling) have to be finished with laminated sheet 

(1.0 mm thk) shade as mentioned in drawing or on-

site approval.

(#) Wall paneling will be provided with 100/75 mm wide (as per drawing where ever required) skirting made of 15 mm thk ply-

wood (BWP), finished with 1thk laminate as mentioned in drawing and top edge to be finished with 15 thk wood beading, 

chamfered edge, finished with spirit polish (gloss finish) shade matching with laminate colour or as mentioned in drawing, all 

complete.

Sqm 386.00

♦
Shade C quality of finishing material, hardware items, placement, construction detail will be followed as per

drawing, list of approved makes C on site approval.

Measurement Technique :

Only the front visibly finished surface (front elevation) will be measured for measurement.

♦
Note:-

(a) In case of false ceiling, area of paneling payable will be below the false ceiling only.

(b) Measurement of height shall be taken from finished floor only, in case of varying heights on either side of paneling, average 

height shall be considered.

(c) Openings/ door/ glass shall not be measured for payment.

(d) Visible front surface (elevation - 2D surface) only will be measured for payment. Depth parts of the projections will not be 

considered for payment.

(e) Ornamental projections may be of any width (ranging from 40 mm to 1.5 mts). No projection will be measured in running 

meter, all will be measured in sqmts unit. Only the projection part will be measured as

part of this item of work.

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

(indicative item - key word) :

SS T GRID

Technical description:

♦
Providing and fixing SS T grid (profile) (Golden colour, mirror finish) over wall paneling and full height 

partition or as per drawing as highlighter elements. The SS 

T grid (profile) will be 6 or 8 mm wide or as per the drawing C 5 deep with PVD coating (golden, mirror finish); as per 

manufacturer specs.

♦
The SS T-grids (profile) to be inseted in MDF/PLY board through grooving and to be fixed with glue (araldite).

♦
All the joits and edges of the T-grids (profile) to be grided and joined propely through shard edge cutting and 

jointing the same.

9 T grid rmt 500.00
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♦
Shape, design C quality of material, placement will be followed as per drawing, list of approved makes C on 

site approval.

♦
Rates are inclusive of all related items C works.

Measuremnet technique :

Measurement will be done on Running length basis.

10 Embossed HDF 

Board

(indicative item - key word) :

Embossed HDF Board painted with metallic paint (enamel)

♦
Providing and fixing of Embossed HDF panel (Action TESA); thickness of boards will be 2.3 mm and size of 

sheets as 8 x 4 feets or as per manufacturing 

specification, of any design pattern (as mentioned in drawing / as per approval of architect/ Bank's engineer) to be placed on 

ply wood/ MDF surface at any location C any shape, to be fixed with nails, silicon and wooden beading support as per design 

and drawing, all complete in all respect.

♦
All the edges of the panel are to be finished with smooth finish and teak wood beading.

♦
Shape, design C quality of material, placement will be followed as per drawing, approved makes C on site 

approval.

(#) Wooden beading to are to be finished with spirit polish (gloss finish) shade as mentioned in drawing.

(#) The top surface to be finished with metallic paints - 2 coats (shade as per approval) of Asian make, with 2 coats of base 

primer.

♦
Rates are inclusive of all related items C works, as mentioned above.

Measurement technique : Measurement will be done on finished surface area (elevation) basis.

sqm 152.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

(indicative item - key word) :

Ceiling - Gypsum board

Technical description:

♦
Providing and fixing at all height false ceiling and making coves including providing and fixing of framework 

made of special sections power pressed from M.S. sheet 

and galvanised in accordance with zinc coating of grade 350 as per IS : 277 and consisting of angle cleats.

♦
The perimeter of ceiling fixed to wall/partition with the help of rawl plugs at 450 mm centre to centre with 25

mm long drive-all screws @ 230 mm interval including jointing and fixing to a flush finish of tapered and square edges of the 

board with recommended filler, jointing tapes, finisher and one coat of primer suitable for board as per manufactures 

specification and also including the cost of making openings for light fittings, grills, diffusers, cut-outs made with frame of 

perimeter channels suitably fixed all complete as per drawing and specification and direction of the Engineer in Charge with: 

12.5 mm thick tapered edge gypsum board conforming to IS:2095- Part-I of India Gypsum/ approved make for both framework 

and the board.

CEILING AND FINISHING WORKS:-

11 Ceiling - Gypsum 

board

sqm 759.00

9 T grid rmt 500.00
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♦
Item to include painting with plastic emulsion paint with 

'ASIAN ROYALE or higher' of approved brand and manufacture to give an even shade: 

Two or more coats on new work with rollers/ spray of make Asian/ Berger/ Dulux paint.

♦
Note:- Suspending system and frame work shall match layout of Electrical/ fire protection wiring/ fixtures

etc. Rate to include provision of extra frame work needed due to above and to include necessary scaffolding etc. all complete.

Measurement technique :   All finished surface, fvisible from bottom (reflected ceiling plan); shall be measured for payment. 

Double layer (at cove area or up-down part will not be measured for payment), it is considered that upper part is void where 

ever level difference is there. The cove part (edge and internal vertical part) will also be measured as sqm. unit not in rmt. unit.

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

12 Design in gypsum 

false Ceiling with 

Mdf and veneer G 

Melamine Polish

(indicative item - key word) :

Ceiling - Recon paneling

Technical description:

♦
Providing and fixing of ornamental panelling in the form of false ceiling over Gypsum ceiling. The base ceiling 

to be made with GI section framing C support and 

fixing details as per mentioned in drawing, as described in above item of false ceiling.

(#) The ornamental design over false ceiling to be made with 12 mm thk. MDF ; finished with Recon (1.2 to 1.35 mm thk) in 

approved make (century, greenlam) including grooves; with all necessary hardware items, all complete as/ Architect. The 

ornamental design may have projections up to +4 level from base false ceiling level. All the Recon finished surfaces and the 

grooves will be finished with melamine polish of desired colour shade as mentioned in the drawing, all complete.

(#) The edges (vertical parts of the coves) are to be finished with same recon C melamine polish.

Measurement technique :   All finished surface, visible from bottom (reflected ceiling plan); shall be measured for payment. 

Double layer (at cove area or up-down part will not be measured for payment), it is considered that upper part is void where 

ever level difference is there. The cove part (edge and internal vertical part) will also be measured as sqm. unit not in rmt. unit.

sqm 321.00

13 Non Schedule- 

Baffle Ceiling false 

ceiling

(indicative item - key word) :

Ceiling - uPVC Baffle ceiling

Supply and installation of WPC Baffle Pannel false ceiling system (50x60 mm with 40 mm Gap C/C; LEBEN - VIGA CEIL - uPVC 

baffle system (Hazelnut Tube+Track or of similar shade); with track, end caps - coloured, metal keel, suspension rods, baffle 

clips etc; with all hardware accessories for complete installation C functioning of this item, as approved by architect / engineer.

Rates are inclusive of all related items C works.

Measurement technique :   All finished surface, visible from bottom (reflected ceiling plan); shall be measured for payment. No 

depth shall be measured. Gap parts are included in the measuremnet.

sqm 69.00

11 Ceiling - Gypsum 

board

sqm 759.00
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

13.a Metal grid ceiling (indicative item - key word) :

Ceiling - Metal grid Ceiling

Technical description:

Providing and fixing Metal False Ceiling perforated Tiles of Metal ART/ GYPROC/ Armstrong/Citizen with MICROLOOK edges 

(CLIP-IN type); with intermediate sunk grooves and having noise reduction properties laid on exposed grid system with 15mm 

wide Silhouette type T-section flanges of white colour, perforation 1.8 mm Diagonal- Pearl White colour; main runners spaced at 

1200 mm c/c securely fixed to the soffit of structure with approved hangers at 1200 mm maximum c/c.

Flush fitting 1200 mm crossed tees to be interlocked between main runners at 600 mm c/c to form 1200 x 600 modules.

1200 mm cross tees to be crimped. 600 x 600 module to be formed by fixing 600 mm long flush fitting cross tees centrally 

between the 1200 cross tees. Ceiling tiles of size 600 x 600 (sample to be approved before installation) to be placed in the grid. 

Rate to include making necessary cut-outs or openings for light fixtures, air conditioners and other utilities etc. complete to the 

satisfaction of Architect/ Bank's Engineer.

sqm 10.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

14 Flush door and 

Laminate with SS 

grid

(indicative item - key word) :

Flush door G Laminate with SS grid

Technical description:

Providing and fixing 30+12 MDF +12 MDF mm thick flush door finished with 1 mm thick laminate (on both sides of shutter) C 

SS made T grid (8/6 mm wide, 5 deep C 0.5 thk, Gold / SS mirror finish with PVD coating); shade C pattern of laminate C 

grooves as per approval / design C drawing and all the edges of the door shutter, to be finished with wooden lipping of 2nd 

class teak wood battens 25 mm minimum wide C 10 mm thk, on all edges of flush door shutters.

(#) The12mm MDF to be placed along the ourter edges of the door shutter, with an average width of 100 to 150mm C on both 

side of the shutter. Teak wood beading of 12X12 to be provided at joints between flush door surface C 12 thk. MDF. The 

beading to be finished with spirit polish matching with the shade of laminate.

♦
Grooves to be finished with ASIAN woode tech filler (of approved shade as per architect's approval)

♦
Laminates to be fixed by following grooves (following geometric pattern); as mentioned in drawing (3 mm C 5 

mm).

All required hardware SS handle both side, 4 no's SS bearing butt hinges, 9" SS tower bolt (solid type), SS

buffer, SS door stopper, SS door Closer, SS mortice lock+handle etc. all are included with in this item of work.

NOTE:- Wherever required (incase of site requirement) 8mm thk. ply to be fixed (included all necessary tools) for fixing of 

laminate on door surface. Price of 8 thk. ply, fixing and related jobs are inclusive with in this item of work.

Measuremnet technique :   Measuremnt will be done for one side elevation surface (finished as per above description) of the 

door shutter.

sqm 22.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

Doors
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15 Flush door (Vision 

Panel) and 

Laminate with SS 

grid

(indicative item - key word) :

Flush door (Vision panel) G Laminate with SS grid

(#) Providing and fixing 30+12 MDF +12 MDF mm thick flush door finished with 1 mm thick laminate (on both sides of shutter) 

C SS made T grid (8/6 mm wide, 5 deep C 0.5 thk, Gold / SS mirror finish with PVD coating); shade C pattern of laminate C 

grooves as per approval / design C drawing and all the edges of the door shutter, to be finished with wooden lipping of 2nd 

class teak wood battens 25 mm minimum wide C 10 mm thk, on all edges of flush door shutters.

(#) The12mm MDF to be placed along the ourter edges of the door shutter, with an average width of 100 to 150mm C on both 

side of the shutter. Teak wood beading of 12X12 to be provided at joints between flush door surface C 12 thk. MDF. The 

beading to be finished with spirit polish matching with the shade of laminate.

♦
Grooves to be finished with ASIAN woode tech filler (of approved shade as per architect's approval)

♦ 
Item to be include vision panel (float glass) in door including fixing etc; as per Architectural Drawing or 

Engineer-in-charge.

♦
Laminates to be fixed by following grooves (following geometric pattern); as mentioned in drawing (3 mm C 5 

mm).

All required hardware SS handle both side, 4 no's SS bearing butt hinges, 9" SS tower bolt (solid type), SS

buffer, SS door stopper, SS door Closer, SS mortice lock+handle etc. all are included with in this item of work.

NOTE:- Wherever required (incase of site requirement) 8mm thk. ply to be fixed (included all necessary tools) for fixing of 

laminate on door surface. Price of 8 thk. ply, fixing and related jobs are inclusive with in this item of work.

#) Contractor to use proper masking tapes while polishing grooves etc. to prevent any damage to laminate. #) Laminate sheet 

will be of textured type - of premium garde - MIKA Greenlam.

Measuremnet technique : Measuremnt will be done for one side elevation surface (finished as per above description) of the 

door shutter.

sqm 12.00

15.a Trap Door Providing and fixing of ready made factory made Trap doors (avg size : 750-L X 600-W) , made with metal frame, finished with 

powder coated paint matching with shade of false ceiling colour and to be fixed with Gysum board ceiling in flushed manner, 

with loacking arrangement and with all required hardware fittings, as per manufacturers specifiaction for smooth functioning of 

the door. The door panels / shuters are to be made of WPC sheet and to be finished with acryric paint, shade same as of faclse 

ceiling, all complete as per manufacturer's specification, all complete.

barnd : IǪUBX or similar as per tender C approval by SBI engineer.

each 10.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount
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16 Tamper Glass Door 

12mm thk

(indicative item - key word) :

Tamper Glass door with all accessories 12mm thk.

Technical description:

♦Providing and fixing glazed door with 12 mm thick toughened glass of approved make with all SS patch 
fittings (Hettich/ Haffele/ Dorma).

(#) Item to include floor springs, lock, S00 mm long D or H handles, pivot, patch fittings, lock (for glazed door) and other 

necessary hardware, made of Stainless Steel of make Hettich/ Haffele/ Dorma; all complete as per the directions of 

Architect/ Engineer-in-charge.

♦Note : All tamper glass to have stamping of tamper glass, engraved on each piece of glass by the 
manufacturer.

Measurement technique :

(#) The finished surface of the glazed door  shall be measured for payment

sqm 24.00

17 Tamper Glass 

12mm thk- Fixed

(indicative item - key word) :

Tamper Glass 12mm thk- Fixed

Technical description:

♦
Providing and fixing fixed glazing (full/ low height glass partition) 

with 12 mm thick toughened glass of approved make with all SS patch fittings 

(Hettich/ Haffele/ Dorma). Item to include all necessary hardware, made of Stainless Steel of make Hettich/ Haffele/ Dorma all 

complete as per the directions of Architect/ Engineer-in-charge.

♦
All fixed glasses are to be fixed with teak wood beading (15 thk) in partition and width as per site rquirement, 

8 mm projected from partition surafce, edges 

chamfered and to be finished with spirit polish, gloss finish, shade as mentioned in drawing all complete in all aspect, base to be 

preapred with wooden putty and primer; all cost inclusive.

♦
NOTE : Glass will be fixed in 2 parts where ever single piece glass is not avaialble; as per design scheme with 

all fixing accessories; with no extra cost.

Measurement technique :

(#) The finished surface of the glazed partition, shall be measured for payment. The parts hidden with beading (if any) will be 

considered. For non geomatrical shape only the shape excuted at site will be considered not the basic geomatric shape.

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

Fixed Glazing, 12 thk tamper glass Sqm 193.00

Page 12 of 29



18 Temper glass-8 

mm thick

(indicative item - key word) :

Tamper Glass 8 mm thk. For Low Height Partitiion Top Technical description:

Same as above with….

Providing and fixing of 8 mm thick tempered glass on Low height Partition with beveled edges/corner from all sides, as per 

specified in the drawing and directed by architect/engineer incharge at site. All complete in all respect.

(#) The finished surface of the glazed partition, shall be measured for payment. The parts hidden with beading (if any) will be 

considered. For non geomatrical shape only the shape excuted at site will be considered not the basic geomatric shape.

Sqm 27.00

19 Over head cabinet (indicative item - key word) :

Storage units : Over head storage

Providing, fabricating and fixing in position as per layout plan overhead cabinets (400 mm deep). The specifications for the 

framework/ carcass and shutters of the cabinets are same as given for the cabinets below (as mentioned for low height 

storage description)

Measurement technique :

(#) Front visible surface area of the cabinets shall be measured for payment.

Note:

(#) Laminate sheet will be of textured type - of premium garde - MIKA Greenlam.

sqm 5.00

20 Under counter 

cabinet

(indicative item - key word) :

Storage units : Under counter storage

Same as above but for under counter (below RCC slab) and 600 mm deep.

sqm 13.00

STORAGE:-
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

21 Back storage /low 

height storage

(indicative item - key word) :

Back storage / low height storage

Technical description:

♦
Providing and fixing low height storage (upto 900 mm high) and 450 mm deep as shown in details/ drawing 

with all sides, shelves (at every 400 mm) to be 19 mm 

MR grade commercial block board and 12 mm MR grade plywood to be fixed at the back.

♦
The top shall be finished with 1 mm thick laminate over 19 mm thick MR commercial block board all

complete. The shutters to be 19 mm thick MR commercial block board. All Exposed surfaces are to be finished with 1 mm thick 

laminate as/ approval of approved make and all internal surfaces are to be finished with 0.75 mm thk laminate (frosty white).

♦
The sides/ bottom of the drawer shall be made out of 12 mm thick MR grade plywood and finished with PVC

edge binding tape. All other edges/ shutters to be finished with PVC edge binding all complete including Aluminum profile 

shutter handles (EBCO-SHST-1G35 3M - SF finish) for drawer units and Shutter Handle SH-1842-30 (300 mm-AB 

finish) , magnetic catchers, self closing hinges/ telescopic hinges etc. Contractor to use proper masking tapes while polishing 

grooves etc. to prevent any damage to laminate.

♦Corian to be fixed (on top part) if any will be charged separately and will be fixed as per the specification

given or provided in drawing.

♦
Grooves to be finished with woodtech filler (asian paints/ nerolac paints) of specified shade as mentioned in 

drawing.

sqm 32.00

♦
All exposed teakwood surfaces (edges) are to be finished with spitirt polish (gloss finish) shade matching 

with laminate colour or as mentioned in drawing; 

including all necessary fittings and SS hardware (as per list of approved make)

Measurement technique : 

(#) Front visible surface area of the cabinets shall be measured for payment.

Note:

(#) Laminate sheet will be of textured type - of premium garde - MIKA Greenlam.

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

22 Side Storage (indicative item - key word) :

Side storage unit

Technical description:

Same as above but side storage of average size 850 to 1150) (L) mm X 750 or 700 (H) mm and having minimum two 

drawers as/ drawings. (all hardware fittings and finishing materials will be same as mentioned in above item of work)

Measurement technique : 

(#) Payment shall be made on each unit / piece / each number basis

Note :

(#) Laminate sheet will be of textured type - of premium garde - MIKA Greenlam.

nos. 26.00
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

23 Electrical Panel 

Cabinet with 

louvres door

(indicative item - key word) :

Electrical Panel Cabinet with louvres door

Technical description:

Electrical Panel Cabinet with louvres door:

♦
Providing and fixing 19 mm thick MR grade blockboard shutter finished in 1 mm thick laminate on both sides 

of approved shade C approved make with all necessary 

hardware including shutter handle (Shutter Handle SH-1842-30 (300 mm-AB finish) , SS stopper, self close hinges etc. of 

make EBCO/ Dorma/ Hettich/ Hafele all complete as per directions of Architect/ Bank.

♦
All edges/ shutters to be finished with 0.8 mm thick PVC Edge binding. The item to include MS louvers, 

(powder coated paint finishing) in the shutters of the door 

(size C shade as mentioned in drawing).

♦
The inner surface of the shutter panels and of the cabinet surfaces to be finished with 6 thk. cement sheet 

(Everest or similar make) for fire protection.

(#) The joints to be finished with putty and finally to be painted with fire retardant paint, as mentioned above; all complete in 

all aspect and all costs inclusive with in this item of work.

♦
The rate is inclusive of all the related accessories and items complete in all aspects.

♦ 
Measurement for payment will be made by surface area basis (front face of the storage/cabinet).

Measurement technique :

(#) Front visible surface area of the cabinets shall be measured for payment. Depth parts will not be considered for 

payment.

Note:

(#) Laminate sheet will be of textured type - of premium garde - MIKA Greenlam.

sqm 10.00

24 (indicative item - key word) :

Modular furniture

Providing C fixing of under mentioned ready made furnuture as per the model number, brand C finishing mentioned. The 

models have been selected consideing the decor of the overall ambinace, hence the designes C colour shades can't be revised 

or altered.

Approved brand : Godrej / Gee-Ken / Durian (models / design of furniture will remain same)
All modular furniture should be of same brand, multi brand will not be acceptable.

COUNTERS AND TABLES:-
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

24.1 Meeting

/Conference room 

table (Type-01)

Supplying C Placing conference table in completely knock down conditions with an overall size 4800mm X 1200mm X 750mm 

that is to be assembled at site. The worktop shall be made up of back to back 36mm thick Pre-laminated particle board of grade 

II of IS 12823 with approved laminate and finish as per approved shade. The table top profile shall be in rectangle shape and 

the edges shall be sealed with 2mm thick thin strip of impermeable PVC that is cut to fit the size of board panel and duly pasted 

with the assistance of edge banding machine at 200 degree Celsius. Single sided flapper box shall be enclosed at table top that 

houses video, audio, LAN and data and power connection discretely. Wire carrier shall be provided below the table top for power 

connection made up of 0.8mm thick high yield strength CRCA sheet of grade 'D' confirming to IS:513. The table top shall be 

supported on MS powder coated rectangle pipe having cross-section area 40mm X 20mm with 1.6mm thick. The table shall be 

clad with 18mm thick modesty panel which provide structural support for the table. It should be 18mm thick pre-laminated 

particle board with appropriate PVC edge banding connected with both end. The table understructure shall have SS 202 grade 

pipe frame leg having cross-section area 80mm X 20mm. Bottom tile shall be situated in between the leg with fabric. There shall 

be buffers provided at the base to avoid scratches on the floor. The table connections have to be made in such a way that no 

gap should be seen in between.

1.00
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

24.2 Meeting

/Conference room 

table (Type-02)

Supplying C Placing Conference table in completely knock down conditions with an overall size 7200mm X 1200mm X 750mm 

that is to be assembled at site. The table top shall have same size made up of 25mm thick Pre-laminated particle board of grade 

II of IS 12823 with one side laminate and finish as per approved shade. The table top profile shall be in rectangle shape and the 

edges shall be sealed with 2mm thick thin strip of impermeable PVC that is cut to fit the size of board panel and duly pasted 

with the assistance of edge banding machine at 200 degree celsius. Single sided flapper box shall be enclosed at table top that 

houses video, audio, data and power connection discretely. The end wall of the table on the side shall be topped by gable end. 

The gable end shall have the size 900mm X 570mm. The gable end shall be made up of 25mm thick Pre- laminated particle 

board and profile shall be in linear shape with appropriate PVC edge banding. The table shall be clad with 18mm thick modesty 

panel which provide structural support for the table. The modesty panel shall be 18mm thick pre-laminated particle board with 

appropriate PVC edge banding connected with both end. The table shall be supported on SS pipe leg 202 grade. It shall have 

cross section area 80mm X 20mm. There shall be buffers provided to avoid scratches on the floor. The table connections have 

to be made in such a way that no gap should be seen in between.

2.00
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

24.3 (indicative item - 

key word) : 

Running table + 

work stations

Supplying C Placing L shape C Linear workstation table in completely knock down conditions with an that is to be assembled at 

site. The top made up of sharing base 25mm thick Pre-laminated particle board of grade II of IS 12823 with one side laminate 

and finish as per approved shade. The profile of the top shall be in rectangle shape and the edges shall be sealed with 2mm 

thick thin strip of impermeable PVC that is cut to fit the size of board panel and duly pasted with the assistance of edge banding 

machine at 200 degree celsius. The workstation shall have desking base system with overall height 1050mm. Glass screen is 

made of 8mm thick sandwich glass of height 300mm. The top shall be supported on MS Powder Coated Metal pipe with cross- 

section area 40mm X 20mm and powder coated pipe strip. The table understructure shall have powder  coated Tapered leg 

having with cross-section 60mm X 30mm of thickness 1.6mm.Horizontal Power Management shall be given under flip on metal 

cable tray, where switch plate shall be mount and vertical metal riser for vertical wire trucking. Mobile pedestal shall be provided 

with an overall size 400mm X 450mm X 620mm. The pedestal shall be made up of Pre-laminated particle board of grade II of IS 

12823. Pedestal side, back, top, facia shall be 18mm thick and drawer base shall be 9mm thick. The pedestal shall have 3 nos. 

of drawer i.e. 2 normal drawer having size 400mm X 150mm and 1 filing drawer having size 400mm X 285mm.

The drawer shall be operated with recess handle and easily close C open with the assistance of 400mm roller base bottom 

channel having load capacity 20Kg and 400mm ball bearing base telescopic channel having load capacity 35kg to enable smooth 

operation. The drawer shall have central locking mechanism in which all the drawer shall be synchronized lock with one single 

key. The pedestal shall be mounted on injection moulded nylon castor.

Size 1450mm w X 750mm d X 750/1050mm ht 1.00

Size 1500mm w X 750mm d X 750/1050mm ht 22.00

Size 1650mm w X 750mm d X 750/1050mm ht 2.00

Size 1950mm w X 750mm d X 750/1050mm ht 1.00

Size 2100mm w X 750mm d X 750/1050mm ht 6.00

Size 2400mm w X 750mm d X 750/1050mm ht 1.00

Size 2650mm w X 750mm d X 750/1050mm ht 1.00

Size 1950mm L1 X 1350mm L2 X 750mm d X 750/1050mm ht 1.00

Size 1500mm L1 X 2100mm L2 X 750mm d X 750/1050mm ht 4.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount
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24.4 (indicative item - 

key word) :

Side storage

Supplying C placing Side / Back storage unit as per photograph.The storage shall be made up of Pre-laminated particle board of 

grade II of IS 12823 with approved laminate and finish as per approved shade. The top shall be 25mm thick and all other profile 

i.e. side, back, shutter, shelf, skirting shall be 18mm thick. The edges shall be sealed with thin strip of impermeable PVC that is 

cut to fit the size of board panel and duly pasted with the assistance of edge banding machine at 200 degree Celsius. The 

storage shall have 1 nos. of adjustable shelf and 2 nos. of door shutters shall be provided for opening and closing the storage. 

The shutter shall be operated with concealed crank hinge with Al die cast handle as well as MP lock mechanism. To protect the 

wall from kicks, abrasion and serve as a decorative moulding, skirting shall be provided at bottom. There shall be buffers 

provided at the bottom to avoid scratches on the floor.

SIZE :- 900w x 450d x 750ht 1.00

SIZE :- 900w x 600d x 750ht 6.00

SIZE :- 1050w x 450d x 750ht 8.00

SIZE :- 1350w x 450d x 750ht 1.00

SIZE :- 1650w x 450d x 750ht 1.00

SIZE :- 3150w x 400d x 750ht 1.00

Page 19 of 29



S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

24.5 (indicative item - 

key word) : Table - 

Officer's Table

Supplying C Placing Modular table in completely knock down conditions with an overall size 1500mm X 1800mm X 750mm that 

is to be assembled at site. The top shall have the size 1300mm X 750mm made up of 36mm thick Pre-laminated particle board 

of grade II of IS 12823 with approved laminate and finish as per approved shade. The top profile shall be in rectangle shape 

with Aluminium L-section and the edges shall be sealed with 2mm thick thin strip of impermeable PVC that is cut to fit the size 

of board panel and duly pasted with the assistance of edge banding machine at 200 degree Celsius. The table top shall be 

supported on particle board based gable end at one side and 75mm Peg on another side. The end wall of the table on the side 

shall be topped by gable end. The gable end shall be made up of 49mm thick Pre-laminated particle board and profile shall be in 

linear shape and covered by Aluminium profile and edges with appropriate PVC edge banding. The table shall be clad with 

18mm thick modesty panel which provide structural support for the table. It shall be 18mm thick pre-laminated particle board in 

linear shape with appropriate PVC edge banding connected with both end. There shall be buffers provided at the base to avoid 

scratches on the floor. The side top shall be provided with an overall size 1800mm X 450mm. Single sided power connection 

box shall be enclosed at table top that houses telephone cable, data and power connection discretely. The side top shall be 

supported on metal peg which mounted over side storage unit. The edges shall be covered by Aluminium profile. The table shall 

have side unit for storage purpose with an overall size 1050mm X 450mm X 465mm.

The side unit shall be made up of Pre-laminated particle board of grade II of IS 12823 with base 9mm thick and other parts 

18mm thick like shutter, back, facia, side panel etc. It shall have 2 drawer with same size. The drawer shall be operated with SS 

handle and easily close C open with the assistance of ball bearing channel  to enable smooth operation. The drawer shall have 

central locking mechanism in which all the drawer shall be synchronized locked with one single key. The side unit shall be 

mounted on 50mm Peg. T

12.00
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

24.6 (indicative item - 

key word) : Table - 

Officer's Table

Supplying C Placing Modular table in completely knock down conditions with an overall size 1700mm X 1800mm X 750mm that 

is to be assembled at site. The top shall have the size 1600mm X 750mm made up of 36mm thick Pre-laminated particle board 

of grade II of IS 12823 with approved laminate and finish as per approved shade. The top profile shall be in rectangle shape 

with Aluminium L-section and the edges shall be sealed with 2mm thick thin strip of impermeable PVC that is cut to fit the size 

of board panel and duly pasted with the assistance of edge banding machine at 200 degree Celsius. The table top shall be 

supported on particle board based gable end at one side and 75mm Peg on another side. The end wall of the table on the side 

shall be topped by gable end. The gable end shall be made up of 49mm thick Pre-laminated particle board and profile shall be in 

linear shape and covered by Aluminium profile and edges with appropriate PVC edge banding. The table shall be clad with 

18mm thick modesty panel which provide structural support for the table. It shall be 18mm thick pre-laminated particle board in 

linear shape with appropriate PVC edge banding connected with both end. There shall be buffers provided at the base to avoid 

scratches on the floor. The side top shall be provided with an overall size 1800mm X 450mm. Single sided power connection 

box shall be enclosed at table top that houses telephone cable, data and power connection discretely. The side top shall be 

supported on metal peg which mounted over side storage unit. The edges shall be covered by Aluminium profile. The table shall 

have side unit for storage purpose with an overall size 1050mm X 450mm X 465mm.

The side unit shall be made up of Pre-laminated particle board of grade II of IS 12823 with base 9mm thick and other parts 

18mm thick like shutter, back, facia, side panel etc. It shall have 2 drawer with same size. The drawer shall be operated with SS 

handle and easily close C open with the assistance of ball bearing channel  to enable smooth operation. The drawer shall have 

central locking mechanism in which all the drawer shall be synchronized locked with one single key. The side unit shall be 

mounted on 50mm Peg.

3

Page 21 of 29



24.7 (indicative item - 

key word) :

Back storage

Supplying C placing BACK storage unit as per photograph.The storage shall be made up of Pre-laminated particle board of grade 

II of IS 12823 with approved laminate and finish as per approved shade. The top shall be 25mm thick and all other profile i.e. 

side, back, shutter, shelf, skirting shall be 18mm thick. The edges shall be sealed with thin strip of impermeable PVC that is cut 

to fit the size of board panel and duly pasted with the assistance of edge banding machine at 200 degree Celsius. The storage 

shall have 1 nos. of adjustable shelf and 2 nos. of door shutters shall be provided for opening and closing the storage. The 

shutter shall be operated with concealed crank hinge with Al die cast handle as well as MP lock mechanism. To protect the wall 

from kicks, abrasion and serve as a decorative moulding, skirting shall be provided at bottom. There shall be buffers provided at 

the bottom to avoid scratches on the floor.

24.7.1 SIZE :- 1700w x 450d x 750ht 2.00

24.7.2 SIZE :- 2000w x 450d x 750ht 1.00

24.7.3 SIZE :- 2100w x 450d x 750ht 8.00

24.7.4 SIZE :- 2300w x 450d x 750ht 3.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

24.8 Table : AGM Supplying C Placing Modular table in completely knock down conditions with an overall size 2500mm X 1840mm X 750mm that 

is to be assembled at site. The main top of the table shall have the size 2400mm X 1100mm made up of 36mm thick Medium 

Density Fibre-board of general purpose of IS 12406. The top profile shall be in rectangle shape with round corner and taper 

edges. The top shall be supported on MS powder coated pipe having length 1700mm with cross-section area 40mm X 40mm. 

The end wall of the table on the side shall be topped by gable end. The gable end shall have the size 958mm x 755mm. It shall 

be made up of 9mm thick Pre-laminated particle board and profile shall be in taper or inclined shape. The edges shall be sealed 

with 1mm thick PVC edge banding. The table shall be clad with 18mm thick modesty panel which provide structural support for 

the table. The modesty panel shall be made of 18mm thick Pre-laminated particle board with size 1450mm X 350mm. The 

profile of the modesty panel shall be in parallelogram shape with round corner and the edges sealed with 1mm thick PVC edge 

banding. The table understructure shall be supported by SS leg having size 350mm X 990mm X 760mm and 350mm X 990mm 

X 175mm with cross- section area 60mm X 15mm. A side storage unit shall be provided with an overall size 1840mm X 600mm 

X 560nm. The side unit shall be made up of Pre-laminated particle board of grade II of IS 12823. The drawer base shall be 

9mm thick and other like back, top, facia, side shall be 18mm thick. It shall have 3 drawer and 3 shutter having size 444mm X 

156mm and 459mm X 470mm respectively. The drawer and shutter shall be operated by 400mm telescopic channel and 

concealed crank hinge. Knob handle shall be provided for opening and closing the shutter and drawer. The side unit shall be 

mounted on SS leg having size 1835mm X 595mm with cross-section area 60mm X 15mm.

1.00
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

24.9 Back storage : AGM 

table

Supplying C placing BACK storage unit as per photograph.SIZE :- 1650w x 450d x 750htThe storage shall be made up of Pre-

laminated particle board of grade II of IS 12823 with approved laminate and finish as per approved shade. The top shall be 

25mm thick and all other profile i.e. side, back, shutter, shelf, skirting shall be 18mm thick. The edges shall be sealed with thin 

strip of impermeable PVC that is cut to fit the size of board panel and duly pasted with the assistance of edge banding machine 

at 200 degree Celsius. The storage shall have 1 nos. of adjustable shelf and 2 nos. of door shutters shall be provided for 

opening and closing the storage. The shutter shall be operated with concealed crank hinge with Al die cast handle as well as MP 

lock mechanism. To protect the wall from kicks, abrasion and serve as a decorative moulding, skirting shall be provided at 

bottom. There shall be buffers provided at the bottom to avoid scratches on the floor.

1.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

24.10 Table : 

Documentation 

room

Supplying C placing an oval shape meeting table with an overall size 1500mm X 1000mm X 750 mm. Worktop shall be made up 

of 25 mm thick Pre-laminated particle board of grade II of IS 12823 with one side laminate and approved decorative colour. The 

table top profile shall be in elliptical oval shape and the edges shall be sealed with 2mm thick thin strip of impermeable PVC that 

is cut to fit the size of board panel and duly pasted with the assistance of edgebander machine at 200 0C. The table top shall be 

supported on two legs having X type frame. The legs of the table shall be made up of MS powder coated 40µ-60µ thick 

rectangular pipe of size 65 mm X 65mm with 2mm thick vertical structure C 65mm X 48mm with 2mm thick inclined structure. 

Visible part of the each X frame legs to be covered with 3mm thick and 67mm width MS sheet duly finished in chrome plating 

from two sides. Horizontal support connecting X frames should be made up of 1.2 mm thick MS powder coated pipe of Dia. 

40mm C length 1520mm and approx. 120mm below from the lower side of worktop. 2 supports of pipe having same Dia. should 

be joined vertically with horizontal pipe to support of worktop.

2.00
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24.11 Supplying C placing center table with an overall size 1200mm X 600mm X 450mm. The top shall be made up of 18mm thick Pre-

laminated particle board of grade II of IS 12823. The profile shall be in rectangle shape and  the edges shall be sealed with 

2mm thick thin strip of impermeable PVC that is cut to fit the size of board panel and duly pasted with the assistance of edge 

banding machine at 200 degree Celsius. The side clad of the table shall be 18mm thick particle board. The under structure shall 

consist of SS 202 grade pipe frame cross-section area 50mm X 10mm. There shall be PPCP shoe provided at the base to avoid 

scratches on the

floor

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

4

24.12 Supplying C placing center table with an overall size 450mm X 450mm X 450mm. The top of the table shall be made up of 

18mm thick Pre-laminated particle board of grade II of IS 12823. The top profile shall be in square shape and the edges shall 

be sealed with 2mm thick thin strip of impermeable PVC that is cut to fit the size of board panel and duly pasted with the 

assistance of edge banding machine at 200 0C. The both side of the table shall be covered with 18mm thick particle board 

having size 580mm X 100mm. The top shall be supported on SS 202 grade pipe frame with shiny chrome finish and joint with L-

bracket. The under structure shall have the size 600mm X 600mm with cross-section area 50mm X 10mm. There shall be PPCP 

shoe provided at the base to avoid scratches on the floor.
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5

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

25 Corian (indicative item - key word) : 

CORIAN

Technical description:

♦ Supply, Fabrication and Installation of Corian Dupont/ Luxor Durlax/ LG of 'EVEREST shade' 12 mm thk. applied on 

Table top, table Sides, Wall, Logo and at similar locations; with required bends as per design.

♦The edges to be joined should be straight, smooth and clean. Joints should only be made with joint adhesive for Dupont 

Corian. All corners of a cutout must be rounded to 5mm radius and the edges smoothed, both on top C bottom, all around a 

cutout. "L" C "U" shaped corners need smooth 5 mm radius inside corner all complete as per the the directions of the Architect/ 

Bank's Engineer.

Note:- Finished area shall only be measured for payment. Noting extra shall be paid for any special shape or curved shapes.

Measurement technique :

(#) Payment will be made for each unit (complete table) basis.

sqm 40.00

26 Glass Film (indicative item - key word) :

Glass Film (Printed)

Technical description:

Providing and fixing high quality polyster based 3M Glass Deco film printed (lazer cut) in graphic pattern including 

labour, wastages etc. all complete as per instructions of design patter or Architect/ Bank's Engineer.

Measurement technique :

(#) Payment shall be made on sqm. area basis for the finished surface.

sqm 112.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

MISCELLANEOUS:-
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27 Blinds G Pelmet (indicative item - key word) :

Blinds G Pelmet

Technical description:

Supplying C installation of roller blinds (premium range, semi transparent with woven pattern, monochrome colour- 

Vista model no: FAWN-552) for windows made of synthetic, washable fabrics of Vista or higher make (to be approved by 

SBI / Architect); all complete etc. as per the directions of the Architect; all complete for smooth functioning.

Including proving and fixing of Pelmet made of ply board 175 wide, 150 deep; anti termite treated, finished with laminate 

1 thk, edges to be finished with PVC tape matching with laminate colour, with required ply board supports in between as per 

site requiremet and as mentioned in drawing; all complete in all aspect. All internal surfaces to be finished with 0.8 thk white 

lamiante.

Measurement technique :

Only the elevation surface area of the blind will be measured for payment.

Note:

(#) Laminate sheet will be of textured type - of premium garde - MIKA Greenlam.

sqm 137.00

28 Pin Board (indicative item - key word) :

Pin Board

Technical description:

♦
Providing and fixing of pin board {made of soft core board, covered with thick fabric 

(Response fabric - MICA 26) from front and sides without any 

wrinkles; through glue and wood stapler guns}. The pinboard n board can be of any shape and to be fixed on wall panelling or 

partition surface; with all necessary harware items, all complete as per design and instruction of architect.

♦
The entire surface to be wrinkle / bubble free and the cloth to be fixed in very tight and neat manner.

♦
Shade C quality of finishing cloth, will be followed as per drawing, list of approved makes C on site approval.

♦
Rates are inclusive of all related items C works. Only the front surface (front elevation) will be measured for 

mesurement.

Measurement technique :

Only the elevation surface area of the blind will be measured for payment.

sqm 53.00
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

29 Pebbels (indicative item - key word) :

Pebbels

Technical description:

Providing and laying of stone pebbeles of high gloss finish and all edges rounded finish; pebbles of average size 40 mm, to be 

laid in 80 mm deep layer (40 mm X 2 layers); all complete in all respect. Two layers of pebbels will be provided at desired level 

from top, and the underneath part will be filled with synthetic foam (white colour) cut in desired shape, all complete.

Measurement technique :

Will be measured as per actual weight of the product.

kg 2072.00

30 Granite (indicative item - key word):

Granite - Horizontal surface - gloss finish or Laputoro finish

(#) Providing and fixing 18 mm thick gang saw cut, (gloss finish or Laputoro finish per site requirement and specified 

in drawing), premoulded (at site or from factory) and prepolished, machine cut for, door window jamb, window sills and 

Projections, kitchen, counter facias, lift lobby walls and similar locations of required size (to be fixed at horizontal surface as 

per site requirement), approved shade, colour and texture, including making necessary holes C opening for fixing of 

accessories / fixtures (where ever required), laid over 20 mm thick base cement mortar 1:4 (1 cement : 4 coarse sand), joints 

treated with company made grout (MYK laticrete, as per suggested shade), epoxy touch ups, including rubbing, curing, 

moulding of edges and polishing of edges to give high gloss finish etc. complete at all levels.

(#) All the edges (projected) are to be rounded (half round) and polished as original smooth stone texture, cost of moulding 

included with in this item of work.

(#) Granite stone to be fixed in design pattern (as mentioned in drawings) with combination of different shades of 

granite stones and all the joints to be matched with 'V' groove where ever required.

(#) Gloss finish or Laputoro finish stone slab Jet Black, Steel Grey, China White, Cotton white, or equivalent. Base price of 

Granite is 200/- per sqft

sqm 8.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

Granite of any colour and shade , Area of slab over 0.50 Sq.M (Sira Grey-small dense grain /S-White/ Steel Grey/ Black granite/ 

as appoved by architect).

Measurement technique :

Only the elevation surface area of the blind will be measured for payment.

Note:-

(#) Granite to be fixed on existing PCC/ Cement Mortar, and necessary repairwork to be done wherever required (for maintaing 

levels) as per site condition, and cost of repair work through cement mortar/PCC is included within this item of work.

(#) No extra paymnet will be made for any texture or design, all are inclusive with in this item of work.
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31 Granite-Wall 

Cladding

(indicative item - key word):

Granite - Vertical surface -gloss finish or Laputoro finish

(#) Providing and fixing 18 mm thick gang saw cut, (gloss finish or Laputoro finish per site requirement and specified 

in drawing), premoulded (at site or from factory) and prepolished, machine cut for door window jamb, window sills and 

projections, kitchen, counter facias, lift lobby walls and similar locations of required size (to be fixed at vertical surface as 

per site requirement), approved shade, colour and texture, including making necessary holes C opening for fixing of 

accessories / fixtures (where ever required), laid over 20 mm thick base cement mortar 1:4 (1 cement : 4 coarse sand), joints 

treated with company made grout (MYK laticrete, as per suggested shade), epoxy touch ups, including rubbing, curing, 

moulding of edges and polishing of edges to give high gloss finish etc. complete at all levels.

(#) All the edges (projected) are to be rounded (half round) and polished as original smooth stone texture, cost of moulding 

included with in this item of work.

(#) Granite stone to be fixed in design pattern (as mentioned in drawings) with combination of different shades of 

granite stones and all the joints to be matched with 'V' groove where ever required.

(#) Gloss finish or Laputoro finish stone slab Jet Black, Steel Grey, China White, Cotton white, or equivalent.

Base price of Granite is 200/- per sqft

sqm 10.00

S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

Granite of any colour and shade , Area of slab over 0.50 Sq.M (Sira Grey-small dense grain /S-White/ Steel Grey/ Black granite/ 

as appoved by architect).

Measurement technique :

Only the elevation surface area of the blind will be measured for payment.

Note:-

(#) Granite to be fixed on existing PCC/ Cement Mortar, and necessary repairwork to be done wherever required (for maintaing 

levels) as per site condition, and cost of repair work through cement mortar/PCC is included within this item of work.

(#) No extra paymnet will be made for any texture or design, all are inclusive with in this item of work.

32 Tile-Wall Cladding Indicative item - key word:

Granite - Vertical surface -gloss finish or Laputoro finish

Providing and fixing tile, preparation of base and Providing and laying Vitrified tiles in different sizes 195 x 1200 mm (thickness 

to be specified by manufacturer), conforming to I.S. 15622, of approved make, in all colours C shade,in floor, skirting, wall over 

18 mm (up-to) thick bed of tile fixing adhesive (Kajaria/Roff/MYK) including grouting the joint with MYK Laticrete-Epoxy 

Grouting of mentioned shade), to be fixed with 5 mm spacers. complete

sqm 10.00

Note:- Tile to be fixed on existing Plaster base and wherever required base work to be done with plastering to level the base. 

Pricing of Base level work if needed will be included within this item. Tile of brand - Kajaria GRES ART high definition Accent 

Tiles to be used.
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S. No. Brief Description Technical Description Unit Total Ǫty. Rate Amount

33 Mirror-washroom Indicative item - key word:

Brick Pioneer Tiles (Wall Tile)

Providing C Fixing of brick tiles size (50 X 230 mm) (Pioneer brick - textured) on wall panelling using chemical adhesive / 

Silicon. The brick tiles to be fixed on proposed wall panelling (bare MDF surface). All the brick tiles to be fixed in desigend 

pattern as suggetsed in drawing and to be placed with spacers (5mm) and the grooves betwwen the brick tiles to be filled with 

MYK laticrete epoxy grout of specified shade (as mentioned in drawing).

(#) All the grooves to be filled through flush pointing. The finished surface to be applied with a coat of clear silicone-based 

sealant (matt finish); all complete.

Measurement technique :

Only the elevation surface area will be measured for payment.

Note :

(#) Pointing (groove filling) to be of flush pointing type.

(#) Complete surface to be cleaned properly after filling of epoxy grouts.

sqm 66.00

34 Palstic Paint Supplying and application of 1st quality plastic paint (Asian Royale grade)(ready mixed) at wall or ceiling;

having VOC content less than 50 gram/litre, of approved manufacturer and of required shade and colour all complete to achieve 

even shade and colour :

New work (two or more coats) over and including water thinnable priming coat with water based primer having

VOC content less than 50 gram/litre; all inclusive. To be applied through roller.

sqm 86.00

35 POP Providing and applying plaster of paris putty of 5 mm thickness over plastered surface to prepare the surface

even and smooth complete.

sqm 86.00

GST extra

Total for Interior Works                                                                                                                                         
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